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Siegenia TS-Look

�: �Improved corrosion resistance of up to 1000 hours against red rust 

when tested to ISO 9227 (equivalent to BS 7479)

��: �Zinc-nickel alloy plating, manufactured using Chromium VI free 

solutions

��: �Scratch resistant surface

�: �Ideal for coastal and urban areas

��: Mild steel base, conforms to BS 449

�: Colourless chromium and sealing materials

�: Alloy plating thickness: 12 µm to 15 µm.

�: Total coating thickness:  min. 14 µm / max. 25 µm

:� Manufactured using environmentally-friendly, Chromium VI-free 

solutions

�:� �Stylish silver finish, complementing both PVCU and timber systems.

�: �Corrosion resistance of up to 480 hours when tested to ISO 9227 (BS 

7479 equivalent)

�: Non iridescent

�: Mild steel base conforming to BS 449

�: Zinc coating approx. 12 - 15µm

�: Sealer and chromation thickness of approx. 2mm

P�: �Pre-assembled, clamp-on, tilt and turn system for aluminium windows 

and doors

��: Stylish silver finish, complementing aluminium systems

��: Top and bottom hinges fit flush with the sash profile

��: Simple sash height adjustment

��: Non-handed hardware

��: Pre-assembled, hinge pin security

��: Only 2 stay sizes

��: Frictionless, easy operation due to the use of plastic slides

��: Available in mill finish

��: Identical stays for TNT and TBT

��: TBT/TNT side hung

��: Available in TBT/TNT gear with concealed hinges

LM 4200 TBT Gear For Aluminium Windows

Siegenia E-Look

Mechanical Guarantee	  5 years

Labour Guarantee	  2 years

Guarantees & Accreditations

Mechanical Guarantee	  5 years

Labour Guarantee	  2 years	

Guarantees & Accreditations


